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GIRDER STOF DETAIL

NOTE:

1. GIRDER STOFPS SHALL BE CONSTRUCTED AFTER PLACEMENT
OF PRESTRESSED GIRDERS.
2. ELASTOMERIC PADS BETWEEN GIRDER AND GIRDER STOPS SHALL
BE PLACED AFTER CONSTRUCTING THE GIRDER STOFPS. THE
PADS SHALL BE COATED WITH APPROVED CEMENTITIOUS ADHESIVE

PRIOR TO INSTALLATION.

BEARING FAD
LAMINATED ELASTOMERIC BRIDGE

PAD [ THICK ([ sHIMS)

DUROMETER HARDNESS = 60

(SKEW ANGLE SHOWN @ 30°)

WO e
Q/P\@ V\?f
© 0\40
/G( P
,/ SKEW ANGLE

Ky
_® i_
4
©

CONSTR. JT. W/
ROUGHENED SURFACE

oy

ELASTOMERIC BEARING PAD

(It GIRDER

T

|
|
|
|
J

%" RECESS

ot % |
1%" AT & BEARING

GROUT FPAD GEOMETRY

_

OUTSIDE FACE OF
CROSSBEAM OR FPEDESTAL

BEARING PAD (SEE DETAIL)
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(SHOWN FOR END DIAPHRAGM ON GIRDER)
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